
WNP CO.,LTD

13207, Technopark Biz-903, 124, Sagimakgol-ro, Junwon-gu

Seongnam-si, Gyeonggi-do, Republic of Korea

Unit

Grade

-

* Di (2-ethylhexyl) phthalate (DEHP) mg/㎡·h

mg/㎡·h

mg/㎡·h

mg/㎡·h

mg/㎡·h

mg/㎡·h

* Total Volatile Organic Compounds (TVOC) 0.013

* Toluence 0.001

* Dibuthylphthalate (DBP)
Not detected

(Detection Limits 10)

* Buthylbenzylphthalate (BBP)
Not detected

(Detection Limits 10)

* Formaldehyde 0.001

19.83

* Hiding property 4

* Workability
Be free from lifting and

peeling

Not detected

(Detection Limits 10)

* Colorfastness to Light

Grade

4

Test Method KS M 7305:2017

* Sulfide Contamination Resistance 5

* Wet Tensile Strength
CD
MD

N/1.5cm

13.50

Used Printing Ink Water Base

Test Results

* Base Paper 100

Product Size roll 106cm X 15.6m Korean standard size

Article Result(Test) Remarks

Total weight

g/㎡

280 ~ 300

According to thickness of PVC coating* Coated PVC layer 180 ~ 200

Technical Specification

Department: Quality Control

Name:         Yong Gyun, Shin

Date:           March 7 2019

Product: All Vinyl Wallpaper

PVC coated wallpaper on base paper(H.S Code : 4814.20.1000)


