ESQUISSE 2 Specification

SUMINOE

Product Tufted Cut pile
Yarn Nylon

Gauge 1/10 inch

Pile height 9.0mm (£0.5mm)
Pile weight 1,380g/m

Total thickness

10.5mm (+£0.5mm)

Backing

Post consumer recycled PVC 'ECOSg'

Size

50cmx50xm

Antistatic property

<1.0kv (JIS L 4406 synthetic sole)

Recycle content

58% of total weight

Packing

12 pieces (3m) per case, 16kg
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SUMINOE

Product Tufted Cut pile
Yarn Nylon

Gauge 1/10 inch

Pile height 6.0mm (£0.5mm)
Pile weight 950g/m

Total thickness

7.5mm (+0.5mm)

Backing

Size

Post consumer recycled PVC 'ECOSg'
50cmx50xm

Antistatic property

<1.0kv (JIS L 4406 synthetic sole)

Recycle content

63% of total weight

Packing

16 pieces (4m) per case, 20kg
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Suminoe Co., Ltd.

Shinmachi 2-4-2, Nishi-ku Osaka 550-0013, Japan

Tel: +81(6)6537-6325 Fax: +81(6)6537-6311

http://carpet-tiles.jp/
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NGC

Mail: global@sin.suminoe.co.jp
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