
Sellers & Josephson Standards Type I pattern meets or exceeds all Type I requirements
of CCC-W-408D and W-101.

We are dedicated to complying with today’s environmental issues and have 
produced all patterns using environmentally safe, non-toxic print materials. 

All heavy metal products such as mercury, cadmium and chromium have 
been removed from our manufacturing process.

All wall surfacing materials, including wallcovering, should be selected taking into 
account the building in which they are to be installed. Building that have had liquid or 

vapour moisture infiltration problems or that have other conditions that make moisture 
infiltration likely are at risk for mold growth. Should these circumstances consult with a 

professional concerning benefits and limitations of vinyl wallcoverings.

S p e c i fi c a t i o n s

Specifications: Performance:
:).gvA( thgieW  15 oz/ly (339 gr/m2)
:htdiW  52/54" (132/137 cm)
 :gnikcaB Embossed Vinyl Substrate (Cotton)

:noitallatsnI  Reverse hang / Random match

Fire Safety: 
• ASTM 84 A-12C

• EN13501 B-s1,d0

Environmentally Friendly:

Antimicrobial Features:

Note:

Sellers  & Josephson wallcoverings contain anti-microbial additives to aid in 
resisting the growth of mildew and bacteria including staphylococcus aureus, 

streptoverticullum and mixed fungal spore such as aspergillum niger, 
chaetomium globosum and penicllium funiculosum.

Warranty:
 Sellers & Josephson is guaranteed to be free of defects in workmanship and material for five years.

Made in USA


