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SPECIFICATION DATA INFORAMTION 
 
 

PATTERN                                                      Affinity, Moon shadow, Nobel & Unison 
 
ORIGIN            United States 
 
BRAND                                                           Fidelity 
 
VINYL THICKNESS                                       .016 “ 
 
WIDTH                                                             52/54 
 
LENGTH                                                          30 YD PUT-UP 
 
TYPE                                                                 I 
 
FEDERAL SPECIFICATION                         CCC-W-408A, B, C, D AND ASTM E84 
 
BACKING            SCRIM 
 
BREAKING STRENGTH           40 x 30 
 
TEAR STRENGTH                                         12 x 12 
 
COLOR FASTNESS TO LIGHT                    GOOD 
200 HOURS 
 
COLD CRACK AT 20F                                 SATISFACTORY 
 
WEIGHT                                                        15 OZ  
 
CONSTRUCTION                                         Fabric backed vinyl Wall covering 
 
DIMENSIONAL STABILITY                       PASS 
 
CHEMICAL RESISTSANCE                         PASS 
 
FLAME SPREAD                                           Class A   index 5 
 
SMOKE DEVELOPED                                  5 
 
SURFACE RESISTANCE                              PASS 
 
ABRASION RESISTANCE                            PASS 
 
COLOR FASTNESS                                       BS2782- PASS* 
*UK Test Result 
 

                                                                    


